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80 Inox

Installation examples

Technical specifications

Max. 80 kg (176 lbs.) 

Max. 4000 mm (13'1 15/32'') 

Max. 3000 mm (9'10 1/8'') 

35–80 mm (1 3/8'' to 3 5/32'') 

Fitting for top-running wooden doors up to 80 kg (176 lbs.), with surface mounted 
running track. Ceiling mounting. Outdoor version.

Product highlights

Comfort Rollers made from high-performance plastic are 
the guarantee of quiet running and easy sliding

Security Corrosion-resistant materials for use in interior 
rooms which are temporarily damp
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80 Inox

Set for 1 wooden door up to 80 kg (176 lbs.)

No.

Hawa Junior 80 Inox, for 1 door 11717

Set consisting of: 11
71

7

No.

Running gear, 2-wheeled, 
M10, plastic wheels

2 10419

Stopper, with adjustable 
retention spring

1 10637

Top fixing plate, with 
suspension bolt M10 for 
lower running track, stain-
less steel

2 25051

Bottom guide, zero tole-
rance, groove width 10 mm 
(13/32"), plastic black

1 14427

Screw-on rubber door stop 1 10629

Running tracks

mm 
(inch) No.

Running track, 
aluminum, anodized, 
pre-drilled

1,400 
(4' 7 1/8 '')

10189

1,600 
(5' 3'')

10190

1,800 
(5' 10 7/8 '')

10191

2,000 
(6' 6 3/4 '')

10192

2,200 
(7' 2 5/8 '')

10193

2,500 
(8' 2 7/16'')

10194

3,000 
(9' 10 1/8 '')

18532

4,000 
(13' 1 15/32'')

18533

6,000 
(19' 8 7/32'')

10186

cut to 
size

10188

Guide tracks

mm 
(inch) No.

Guide track, for 
groove mounting, 
plastic, 10-piece set

1,300 
(4' 3 3/16'')

14540

Accessories
– Hawa Junior bottom guides for wall mounting from page 508
– Lock solutions from page 511
– General accessories from page 518

Planning/execution
Further information about the product can be found 
on www.hawa.com.




